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A B S T R A C T
Objectives: We introduce a new acoustic lens material for photoacoustic tomography (PAT) to improve
lateral resolution while possessing excellent acoustic acoustic impedance matching with tissue to
minimize lens induced image artifacts.
Background: A large surface area detector due to its high sensitivity is preferable to detect weak signals
in photoacoustic mammography. The lateral resolution is then limited by the narrow acceptance angle of
such detectors. Acoustic lenses made of acrylic plastic (PMMA) have been used to enlarge the acceptance
angle of such detectors and improve lateral resolution. However, such PMMA lenses introduce image
artifacts due to internal reﬂections of ultrasound within the lenses, the result of acoustic impedance
mismatch with the coupling medium or tissue.
Methods: A new lens is proposed based on the 2-component resin Stycast 1090SI. We characterized the
acoustic properties of the proposed lens material in comparison with commonly used PMMA, inspecting
the speed of sound, acoustic attenuation and density. We fabricated acoustic lenses based on the new
material and PMMA, and studied the effect of the acoustic lenses on detector performance comparing
ﬁnite element (FEM) simulations and measurements of directional sensitivity, pulse-echo response and
frequency response. We further investigated the effect of using the acoustic lenses on the image quality
of a photoacoustic breast tomography system using k-Wave simulations and experiments.
Results: Our acoustic characterization shows that Stycast 1090SI has tissue-like acoustic impedance,
high speed of sound and low acoustic attenuation. These acoustic properties ensure an excellent acoustic
lens material to minimize the acoustic insertion loss. Both acoustic lenses show signiﬁcant enlargement
of detector acceptance angle and lateral resolution improvement from modeling and experiments.
However, the image artifacts induced by the presence of an acoustic lens are reduced using the proposed
lens compared to PMMA lens, due to the minimization of internal reﬂections.
Conclusions: The proposed Stycast 1090SI acoustic lens improves the lateral resolution of photoacoustic
tomography systems while not suffering from internal reﬂection-induced image artifacts compared a
lens made of PMMA.
 2013 The Authors. Published by Elsevier GmbH. 
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X-ray mammography and ultrasonography, the current rou-
tinely used breast imaging methods, have limitations. X-ray
mammography besides possessing ionizing hazards, is not reliable
for detecting cancer in dense breasts, while ultrasonography
suffers from poor soft tissue contrast [1]. Thus there is a need for a
breast imaging method, sensitive and speciﬁc enough to detect
early stages of cancer while using non-ionizing radiation. Optical* Corresponding author.
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2213-5979   2013 The Authors. Published by Elsevier GmbH. 
http://dx.doi.org/10.1016/j.pacs.2013.05.001
Open access under CC BY licmammography has the advantage of high optical contrast but
suffers from poor spatial resolution caused by multiple light
scattering in tissue [2]. Photoacoustic imaging combines light and
sound, where a short laser pulse excites ultrasound by thermo-
elastic expansion at locations where light is absorbed. The method
has the advantages of both high optical contrast and the high
resolution possible with acoustic detection [3–10], and shows
promise as an alternative imaging method to detect angiogenic
markers of breast cancer based on hemoglobin absorption [11–20].
In photoacoustic breast imaging there is a requirement to
detect extremely weak signals generated upto several centimeter
deep in tissue. A large-area detector is preferable due to its higher
sensitivity than a small-area detector. On the other hand, a large-
area detector has a small angle of acceptance at the designedense.
Fig. 1. Schematic of the setup for the acoustic transmission properties
measurements.
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each US detector’s acceptance angle is wide enough to detect
signals generated throughout the object for each angular position
around the object. The consequence of a narrow acceptance angle
is that the lateral resolution of the system is reduced when using a
large-area detector [22].
To use a sensitive large-area detector without compromising its
acceptance angle, Li et al [23] and Pramanik et al [24] introduced the
negative acoustic lens concept. A hemicylindrical-shape negative
lens made from acrylic plastic (PMMA) was epoxied to the surface of
a large surface-area ultrasound transducer to enlarge the transducer
acceptance angle. The lateral resolution of the PAT system was
dramatically improved as expected. However, the authors pointed
out that image artifacts could result possibly introduced by
ultrasound internal reﬂections within the PMMA lens [24].
Materials used as acoustic lenses should provide sufﬁcient
refraction to provide lensing effect but with minimum insertion
losses. Lensing increases with increase of speed of sound difference
between the coupling medium and the lens material, while for low
acoustic losses, the material should possess low acoustic reﬂection
and attenuation. Therefore, the ideal acoustic lens material must
have a speed of sound c higher than tissue, an acoustic impedance Z
as close to that of tissue as possible, and minimal acoustic
attenuation (AA). Acrylic plastic (PMMA) due to its high c, and low
AA remains a choice for acoustic lens material, but acoustic
reﬂection, due to its Z mismatch with soft tissue, causes loss of
acoustic signal. Moreover, internal reﬂections at the boundaries of
the lens with tissue causes image degradation [25].
In this work, we introduce an acoustic lens material with
excellent properties as above, based on Stycast 1090SI. We
compare this material with PMMA, in terms of c, AA and Z. The
angular sensitivity, pulse-echo and frequency response of a large
surface area ultrasound detector with and without acoustic lenses
are measured and simulated for the two materials. Finally, we
compare the performances of a photoacoustic tomographic system
when the two lenses are used afﬁxed on a custom-made single-
element detector. Imaging quality improvement is achieved for the
Stycast 1090SI lens compared to PMMA lens. We conclude that
Stycast 1090SI is an excellent candidate for an acoustic lens used in
photoacoustic tomography to enlarge the acceptance angle of a
large surface area detector.
2. Materials and methods
2.1. Lens materials
2.1.1. Stycast 1090SI
The resin Stycast 1090SI and the hardener Catalyst 24LV
(Henkel, Du¨sseldorf, Germany) are accurately weighed into a clean
container in the ratio of 100:23 in weight. The components are
blended by hand for 3-5 minutes, and the bottom and side of the
mixing container are scraped frequently until no sphere-like
clusters can be felt. To remove any entrapped air introduced during
mixing, the mixture is degassed under vacuum (1-3 mbar) for
about 10-15 minutes. During this operation, the foam rises several
times the liquid height. We slightly increase the pressure inside the
vacuum to let the foam subside. The foam rising and subsiding
procedure is repeated to several times. A silicone based mould
release (122S, Emerson & Cuming, Westerlo, Belgium) is applied to
the mould using a soft brush, and the mixture is poured carefully
into the mould. Before removing the material out of the mould, it is
cast for 24 h at room temperature.
Two Stycast 1090SI blocks with different thicknesses (dimen-
sions of 15  15  2 mm and 15  15  4 mm) and hemispherical
acoustic lenses with diameter of 5 mm were prepared. The
diameter of the lens is chosen based on the dimensions of thedetector surface area (5 x 5 mm). The two blocks are used for
acoustic characterization and the acoustic lenses are used for
studying the transducer angle of acceptance and phantom
experiments for photoacoustic tomography.
2.1.2. Acrylic plastic (PMMA)
For comparison with Stycast 1090SI lens, PMMA hemispherical
lenses are used. These are fabricated by carefully sectioning PMMA
balls (4.8 mm diameter, Engineering Laboratories, Inc., Oakland,
New Jersey) to get hemispheres. Similarly as for Stycast 1090SI, two
PMMA blocks (dimensions of 35  35  2.75 mm and 35  35 
3.50 mm) are custom-made to assess the acoustic properties.
2.2. The detector
A custom-made single-element ultrasound detector was
fabricated using CTS 3203-HD (CTS Communications Components,
Inc., Albuquerque, NM) as the piezoelectric material. The detector
with dimensions of active surface 5 x 5 mm is optimized to have a
high sensitivity (0.5 Pa minimum detectable pressure at 1 MHz) for
photoacoustic breast tomography [26]. It has a center frequency of
1 MHz with a 80% fractional bandwidth. The detector is subdiced to
reduce the radial resonance caused by the large thickness/width
ratio of the active material CTS 3203-HD. With subdicing, the
detector is divided into 25 small units with dimensions of 0.9 x 0.9
mm. The units are grouped electrically but separated ultrasonically
by air kerfs. More technical and performance details may be found
in Ref. [26].
2.3. Material acoustic properties characterization methods
2.3.1. Speed of sound and acoustic attenuation
A modiﬁed insertion technique is used to measure the acoustic
transmission properties (longitudinal speed of sound and acoustic
attenuation) [27]. The system conﬁguration is described in detail
elsewhere [28]; brieﬂy a single element unfocused Panametrics
transducer (for details of central frequencies, see further) together
with a broadband needle hydrophone (BLLMCX074 Precision
Acoustics Ltd. Dorchester, UK) are mounted in a demineralized
water bath at room temperature (Figure 1). The transducer is
driven by a broadband ultrasonic pulser/receiver (Panametrics
5077PR). The hydrophone measurement data and the water
temperature are recorded simultaneously.
For each material under examination, two samples with
different known thicknesses are studied. Signals show different
time-of-ﬂights DT in time domain, and amplitude difference
DA(v) in frequency domain due to the difference in sample
Table 1
Measured acoustic properties of lens materials (Stycast 1090SI and PMMA)
compared with literature values for water. All values are for material at 21 0C and
for frequency of 1 MHz. The longitudinal velocity, shear velocity and acoustic
attenuation are used in 3D FEM simulations.
Acoustic properties PMMA Stycast 1090SI Water FMLa
Longitudinal velocity (m s1) 2757 2561 1486b 2068
Shear velocity (m s1) 1400c 900 - 994
AA (dB cm1) 1.64 1.69 - -
Density (g cm3) 1.20 0.56 1.00 3.14
Impedance (MRayl) 3.32 1.43 1.49b 6.49
a FML: Detector front matching layer, values from Ref. [26].
b Ref. [29].
c Ref. [30].
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transmitted signals measured through the two samples. Since the
two samples are made of the same material, the acoustic
reﬂections at the water/material interfaces for both samples
are equal and canceled during the AA calculation. In this way,
inaccuracy in AA estimation caused by acoustic reﬂection from the
sample is minimized.
Knowing the speed of sound of water Cw at the recorded
measurement temperature [29], the speed of sound Cs and the
acoustic attenuation as(v) (dB cm
1) for the unknown material can
be calculated in time domain and frequency domain respectively
by [31]:
DT ¼ Dd
Cw
Dd
Cs
(1)
asðvÞ ¼ 20log DAðvÞ
Dd
 
þ awðvÞ (2)
where aw(v) the AA of water is negligible since it is small
compared to the attenuation of the material [33].
For measurement over a wide frequency range, a set of
Panametrics transducers with different center frequencies are
used: 1, 2.25, 5, 7.5, and 10 MHz covering the range between 0.4 -
12 MHz. AA data are then taken from a frequency range where the
calculated FFT of the measured signal has sufﬁcient signal to noise
ratio (SNR) for each transducer. The c and AA are measured 5 times
for the proposed acoustic lens material Stycast 1090SI and for
PMMA.
2.3.2. Density and acoustic impedance
The density r of the proposed lens and of acrylic plastic (PMMA)
are measured using a standard pycnometer with deionized water
at room temperature as reference. The accuracy of the analytical
balance (Sartorius BP 210D, Goettingen, Germany) used for
measuring the weight is 0.0001 g. Five measurements are made
for each material. The acoustic impedance Z is then calculated
by [31]:
Z ¼ rCs (3)
where Cs is the speed of sound of the material whose values are
taken from the measurement results in section 2.3.1.
2.4. Detector performance characterization methods
To study the effect of using acoustic lenses on detector
performance, a thin layer of ultrasound gel is sandwiched between
the lens and detector. A layer of agar solution is then poured on top
of the lens to be gelled for the lens stabilization.
2.4.1. Directivity (simulation and experiment)
The acceptance angle of the transducer is simulated and
measured in transmission mode, assuming the validity of the
reciprocity principle for the piezoelectric material [32]. Simula-
tions are performed using 3D ﬁnite-element (FEM) based models
using the PZFlex software (version 3.0, Weidlinger Associates Inc,
Los Altos, CA). The detailed description of the detector model and
material properties of the detector used in simulations are
presented in Ref. [26]. The properties of the lens materials used
in the simulation are listed in Table 1.
For the experimental characterization of the acceptance angle,
the detector is mounted in a demineralized water bath at room
temperature as transmitter driven by a broadband pulser/
receiver (Panametrics 5077PR). A broadband needle hydrophone
(BLLMCX074 Precision Acoustic Ltd. Dorchester, UK) scans the
acoustic ﬁeld generated by the transducer in the plane covering180o in steps of 1o as shown in Figure 2(a). The acoustic signals are
recorded with a data acquisition card (U1067A Acqiris, 8 bit, 500
MS/s). Detector acceptance angles without lens, with Stycast
1090SI lens and PMMA lens are measured.
2.4.2. Frequency response (simulation and experiment)
The frequency response of the detector, with and without
acoustic lenses, is simulated and measured in pulse-echo mode
(Figure 2(b)). Simulations are performed using 3D FEM models.
For experiments, the detector is driven by a broadband
ultrasonic pulser/receiver (Panametrics 5077PR). A stainless steel
plate is placed in the far-ﬁeld (55 mm) of the detector as an
acoustic reﬂector. The frequency response of the detector is
calculated by the square root of the FFT of the measured pulse-echo
signal to account for the two-way response.
2.5. Acoustic lenses used in photoacoustic tomography experiments
2.5.1. Forward problem (simulation and experiment)
The same phantom and tomographic design are used for both
simulation and experiment. The phantom has a cylindrical shape
(14 cm in diameter, with optical absorption ma = 0.003 mm
1,
reduced optical scattering m0s = 0.4 mm
1). Five highly absorbing
spherical objects (ma = 33 mm
1, m0s = 0.4 mm
1) with diameters of
2 mm are embedded 1 cm deep in the phantom for 2D imaging as
shown in Figure 3. The detector scans the phantom over 240 with
scanning step of 2 with radius of 10 cm. A complete circular scan
could not be performed due to mechanical constraints in the form
of a holder for the detector. Three experiments are performed using
(1) the bare detector, (2) detector with PMMA lens and (3) detector
with Stycast 1090SI lens.
The simulations are performed using the k-Wave
toolbox [34,35]. A 2D initial pressure distribution map (1024 x
1024 grid, 20 x 20 cm size) is assigned in a 2D tomographic
conﬁguration. A initial pressure value of 1 is assigned to the
objects, a pressure value of zero is given to background. Measured
c, r and AA of the lens material and medium (water) are assigned
(Table 1) in the model. A 5 mm detector is attached to the lens for
acoustic wave recording. To simulate the acoustic lens induced
internal reﬂection, c and r of the detector front matching layer
(FML) are assigned to a 5 x 10 mm area with appropriate AA
directly behind the k-Wave virtual detector. The time-domain PA
signals are averaged over the surface of the detector and then
convolved with the measured impulse response of the detector,
which is presented in Ref. [26].
For experiments, laser pulses with 10 Hz repetition rate at 755
nm wavelength (QCombo, Quanta System, Milan, Italy) are
delivered via a ﬁber bundle (1 input: 9 outputs) to illuminate
the phantom from the top (Figure 3). The input diameter is 9 mm,
and each of the output has a diameter of 3.5 mm (LGO Optics, San
Jose, CA). The phantom and objects are made of agar/Intralipid (2%
agar in weight, 0.3% Intralipid in volume [37–39,28,40]), with the
Fig. 2. Schematics of (a) directivity measurement setup and (b) pulse-echo signal and electrical-acoustical frequency response measurement setup.
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phantom is placed in demineralized water in an imaging tank. The
laser beam from each ﬁber output (9 mJ) is naturally diverged to
cover the entire phantom surface, resulting in less than 1 mJ cm2
ﬂuence at phantom surface. The detector is situated at a distance of
10 cm from the center of the phantom and rotated to aquire
projections mentioned earier. The signals are ampliﬁed using a
custom-made low noise preampliﬁer based on ADA4896-2 (Analog
Devices, Norwood, MA). The signals are then digitized and
transferred (U1067A Acqiris, 8 bit, 500 MS/s) to a PC for data
processing.
2.5.2. Image reconstruction
For both simulations and experiments, k-Wave toolbox is
employed for image reconstruction using time-reversal [35,36]. A
different grid (1000 x 1000) is used for reconstruction compared to
the grid used in the forward simulations (1024 x 1024) to avoid the
inverse crime. The c of the lens is taken into account by assigning
the value to the lens area. To avoid the generation of internal
reﬂections in the lens during the time-reversal reconstruction, the
density of each lens is tuned to match the impedance of water and
the 5 x 10 mm high impedance region used in the forward
simulation is removed.Fig. 3. Schematic of the measurement conﬁguration for th2.5.3. Image contrast analysis
To estimate the image contrast, for each reconstructed object, a
1 x 1 cm image region of interest (ROI) is considered with object
located in its center. The object in the image is deﬁned by
including pixels with values upwards of -6 dB of the peak
intensity, while the area outside this region is deﬁned to be noise.
A contrast to noise ratio (CNR) for each object is calculated as the
ratio of the root-mean-square (RMS) value of the object and noise
pixels.
3. Results
3.1. Material acoustic properties
Figure 4 shows the measured acoustic transmission properties
at different ultrasound frequencies for Stycast 1090SI and acrylic
plastic (PMMA) blocks. In general, our measurement results for
PMMA agree well with literature values [41,42], indicating the
accuracy of our acoustic characterization. The measured c
(Figure 4(a)) is slightly higher for PMMA than for Stycast
1090SI, while both have much larger c than water at the
measurement temperature of 210C, indicating an efﬁcient
enlargement of the transducer acceptance angle when used ase lenses used in a photoacoustic tomographic system.
Fig. 4. Measured acoustic transmission properties. (a) Speed of sound and (b) acoustic attenuation in Stycast 1090SI and acrylic plastic (PMMA) with frequency power law
ﬁtting as insertion for attenuation in low frequency regime. The values are measured at 21 0C. Each data point represents an average of 5 measurements and error bars
represent standard deviations of the measured values.
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the c is constant for different frequencies, and no dispersion
trend can be observed though relatively large standard deviations
are observed. Larger standard deviations of the measured c values
for PMMA are registered compared to those for Stycast 1090SI.
This is because the Dd for the two PMMA blocks (0.75 mm) is
smaller than that for Stycast 1090SI (2 mm); the uncertainty in
thickness estimation has larger inﬂuence on c estimation for
PMMA.
The measured AA (Figure 4(b)) has low standard deviations
and follows the frequency power law as for most materials [43].
The AA for Stycast 1090SI and PMMA can then be expressed
from a power law ﬁt to frequency (f, in MHz) as 1.64f0.86 and
1.69f1.76 respectively. However for Stycast 1090SI, higher
variations are presented at high frequencies due to the large
attenuation of the material. Both Stycast 1090SI and PMMA have
low AA at low frequency regime (around 1 MHz), while its value
increases with frequency more rapidly for Stycast 1090SI than
for PMMA.
The standard deviations for c values are relatively large because
thin samples are used where there is uncertainty in thickness
estimation. The reason for using thin samples is to avoid the heavy
attenuation and thus to have high SNR for the frequency domain
analysis of the detected signals.
The measured r of Stycast 1090SI (0.56 gcm3) is lower than
that of water, and combined with the high c, Stycast 1090SI has ZFig. 5. Directional sensitivity of the detector without a lens, with PMM(1.43 MRayl) close to tissue (water), while PMMA has higher Z
(3.32 MRayl) than water (Table 1).
3.2. Acceptance angle using the acoustic lenses
The simulated and measured directional sensitivity of the
detector with and without lenses are shown in Figure 5. In general,
the simulation results match the experimental results. The -6 dB
acceptance angle of the bare detector is 25 (20 from simulation).
Both simulated and measured directional sensitivity curves for the
detector with lenses have a valley in the center region. The
contribution from the uncovered areas enhanced the sensitivity of
the detector in front of those areas, forming the valleys in the
curves. Since the c of PMMA is larger than Stycast, the acceptance
angle of the detector with PMMA lens (95 from measurement, 85
from simulation) is larger than Stycast(75 from measurement, 80
from simulation).
3.3. Pulse-echo and frequency response
Pulse-echo and frequency response of the detector with and
without lenses are simulated and compared with measurement
results in Figure 6. In general, simulations agree well with
measurements. The bare detector has a short pulse length with
1 MHz center frequency and 80% fractional bandwidth
(Figure 6(a)and(d)). When the PMMA lens is attached to theA lens and with proposed lens: (a) simulated and (b) measured.
Fig. 6. Simulated (left column) and measured (right column) pulse-echo and frequency response of the detector: (a) without lens, (b) with PMMA lens, (c) with Stycast 1090SI
lens, (d) without lens, (e) with PMMA lens and (f) with Stycast 1090SI lens. (a)-(c) are simulation results signals time-shifted to origin and (d)-(f) are measurement results.
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inside the PMMA lens; the bandwidth of the detector falls to 50%
(Figure 6(e)). The center frequency is also reduced to be 700 kHz
(Figure 6(b)and(e)). As for the case of Stycast 1090SI lens, the pulse-
echo has the same number of cycles as for the bare detector (3
cycles), and shorter than PMMA lens (more than 4 cycles). The center
frequency shifts to 600 kHz, while the bandwidth is only slightly
reduced to be 75% compared to the bare detector (Figure 6(f)).
3.4. Imaging quality
Figure 7 shows the reconstructed images from PAT simulations
(left column) and measurements (right column). In general,simulations agree with the measurements. Reconstructions of
the objects imaged with the bare detector are shown in
Figure 7(a)and(f). The objects are less and less visible and
elongated in the Y direction when moving away from the center
of rotation at x=0, y=0. On the other hand, the reconstructions of
the objects imaged with both acoustic lenses possess better image
quality at all x: all the objects are clearly visible with well
preserved shapes (Figure 7(b),(c)and(j),(k)). The axial and lateral
proﬁles for all objects are shown in Figure 7(d),(i), and (e), (m)
respectively. The full width at half maximum (FWHM) values of the
axial and lateral proﬁles for each object imaged with and without
lenses are shown in Figure 7(f)(g)(n) and (o). They indicate that the
axial resolution remains the same when the objects are imaged
Fig. 7. Simulated (left column) and experimental (right column) PAT results for the described phantom: (a,i) Objects imaged by detector without an acoustic lens attached,
(b,j) by detector with PMMA lens and (c, k) with Stycast 1090SI lens. Each image is normalized to its maximum intensity. (d, l) Axial intensity proﬁles along the trajectory
indicated by dashed black line from (a)-(c). (e, m) Lateral intensity proﬁles indicated by dashed gray line from (i)-(k). (a)-(h) are simulation results, (i)-(p) are measurement
results. Lateral resolution is improved by using both PMMA and Stycast lenses as expected, while axial resolution remains constant for all three cases. Due to limited
bandwidth of the detector, ring-shape artifacts are presented around the objects. Those ring-shape artifacts are enhanced for objects imaged by detector with PMMA lens due
to the ultrasound trapped inside the lens (indicated by arrows), while for the objects imaged by the detector with Stycast 1090SI lens, much weaker such artifacts are
presented due to the tissue-like acoustic impedance of the lens material.
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bare detector, while the lateral resolution improved, with a FWHM
reduced from 4 mm to 2 mm using both PMMA and Stycast
1090SI lenses as expected. We also calculated contrast to noise
ratio (CNR) for each object to appreciate the differences in
performance between the Stycast 1090SI and PMMA lenses. The
CNR was calculated as the ratio of the root-mean-square (RMS)
value of the object and noise pixels, with the boundary between
the two regions the -6 dB points of highest pixel intensity in a ROI
around each object. The CNRs of each reconstructed object are
shown in Figure 7(h) and (p).
Objects imaged with the bare detector have ring-shape
artifacts due to the limited bandwidth of the detector
(Figure 7(a)and(i)). Those ring-shape artifacts are even enhanced
for objects imaged by the detector with PMMA lens due to the
reverberation of ultrasound inside the lens (indicated by green
arrows in Figure 7(b)and(j)). This is because the acoustic
impedance of PMMA lens lies well between the front matching
layer and surrounding water/tissue. On the other hand, objects
imaged by Stycast 1090SI lens show much weaker artifacts as
compared to PMMA lens. The reduction of image artifacts can be
clearly seen from the lateral proﬁles for the object close to the
detection side in Figure 7(e)insets. Further the CNRs of objects
imaged by the Stycast 1090SI lens are higher than those from the
PMMA lens, due to the reﬂection artifacts associated with the
latter (Figure 7(h) and (p)).
4. Discussion
Li et al [23] introduced the concept of using an acoustic lens to
enlarge the narrow acceptance angle of a large surface-area
detector, and consequently improve the lateral resolution of the
system. Later Pramanik et al [24] applied this concept in their
photoacoustic/thermocoustic breast imager using an acoustic
lens made of PMMA. Due to the acoustic impedance mismatch
between PMMA and detector front matching layer, and between
PMMA and the surrounding medium, reverberation of ultrasound
inside the lens could cause image artifacts as pointed out by the
authors [24].
We introduced a new acoustic lens material Stycast 1090SI,
which has a remarkable tissue-like acoustic impedance, which is
more suitable than PMMA for use as an acoustic lens in
photoacoustic tomography. We detailed the fabrication of the
material. Care needs to be taken to prevent air bubbles entrapped
inside the material during material manufacturing. We studied the
effect of using this acoustic lens on the detector performances and
on the image quality of the system. We ﬁnd that besides improved
lateral resolution compared to bare detector, image artifacts are
minimized by using the proposed lens compared with PMMA. This
is because the material has large speed of sound to enlarge the
detector acceptance angle, while having tissue-like acoustic
impedance to minimize the ultrasound internal reﬂections within
the lens.
The acoustic attenuation of Stycast 1090SI increases rapidly
with frequency (Figure 4(b). For frequencies below 1 MHz the
acoustic attenuation of the 5 mm diameter (2.5 mm thickness) lens
is acceptable making the lens well suited. For frequencies larger
than 3 MHz, the acoustic attenuation within 5 mm diameter lens is
6 dB. Thus, for higher frequency ultrasound detectors it is may be
preferable to use PMMA lenses which possess lower insertion
losses, which however induce more image artifacts compared to
Stycast 1090SI lens.
The center frequency of the detector is lowered due to the
acoustic attenuation of both PMMA lens and Stycast lens (Figure 6).
It is important to take this into account when designing the center
frequency of ultrasound detectors. The bandwidth of the detectoris reduced by using PMMA due to the internal reﬂections within
the lens, while less bandwidth reduction is found for Stycast lens
compared to PMMA lens.
The directivity curves of the detector with both Stycast 1090SI
and PMMA lens attached have a valley in the center (Figure 5).
This is because the detector surface area (5 x 5 mm) is not
completely covered by the lens (5 mm diameter). A larger lens (7
mm diameter) covering the entire surface area of the detector is
found to solve this problem in simulations (not shown in this
work). However, using a larger acoustic lens increases the
complexity for the detector array development as part of the lens
requires to be removed. Since good image quality has been
achieved as shown in Figure 7, we decided to use an acoustic lens
with 5 mm diameter.
Interestingly the insertion loss for PMMA lens is smaller than
for the Stycast 1090SI lens. This is because the acoustic impedance
of PMMA lies between water and the front matching layer of the
detector, which makes PMMA function as a second impedance
matching layer between the detector front matching layer and
surrounding water, increasing the detector sensitivity. For Stycast
1090SI lens, due to the large difference between the acoustic
impedance of the detector front matching layer and the lens
material, the reﬂection loss is large. To prevent the large reﬂection
loss for Stycast 1090SI lens, the acoustic impedance of the detector
front matching layer requires to be tuned lower than the present
value. In future, detectors with two or more front matching layer
will be designed with acoustic impedance of the outer matching
layer close to tissue [44]. In this way, acoustic reﬂection loss
induced by Stycast 1090SI lens will be minimized which will
further increase the detector bandwidth.
5. Conclusions
Stycast 1090SI due to its tissue-like acoustic impedance, low
acoustic attenuation and high speed of sound, is an excellent
acoustic lens material for photoacoustic imaging at around 1 MHz
detection frequencies. Combined with the large surface area
ultrasound detector, acoustic lenses made from Stycast 1090SI can
enlarge the acceptance angle of the detector, and thus improve the
lateral resolution of the photoacoustic tomographic system for
breast imaging with minimized image artifacts, compared with
earlier used PMMA.
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